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OCXA # 1

0SJD

ZOZNAM

NORMATIVNO - TECHNICKYCH DOKUMENTOV,
KTORE SA DODATOCNE UPLATNUJU S CIELOM
SPLNENIA POZIADAVIEK PRILOHY 2 K SMGS
s platnost'ou od 1. jula 2023
ZOZNAM



NORMATIVNO - TECHNICKYCH DOKUMENTOV,
KTORE SA DODATOCNE UPLATNUJU S CIELOM
SPLNENIA POZIADAVIEK PRILOHY 2 K SMGS

(podla 1.1.6 Prilohy 2 k SMGS)

Cislo

Bod Prilohy 2
k SMGS

Cislo dokumentu

Nazov dokumentu

Krajina pouzitia

Poznamka

2

3

4

5

6

1.2.1, definicia
terminu ,vymenna
nadstavba" («Ky3soB
CbEeMHbIN)

EN 283:1991

Vymenné nadstavby. Skusanie.
(Swap bodies. Testing)

Uplatiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatfuje zaroven
Priloha 2 Kk SMGS a RID

1.2.1, definicia
terminu ,vymenna
nadstavba" «Zemny
plyn stlaceny
(CNG)» («Ta3
NpPUPOAHbLIN
KOMMPUMUPOBaHH
bin (KMMN»)

GOST (FOCT) 27577-
2000

Zemny plyn stlaceny, pre spalovacie motory.
Technické Specifikacie.

Ruska federacia

1.2.1, definicia
terminu «Zemny
plyn skvapalneny
(LNG)» («la3
NPUPOAHbLIN
CXMXKEHHbIN
(CIMN)»)

GOST (FOCT) P 53521-
2009

Spracovanie zemného plynu. Terminy a definicie.

Ruska federacia

3A

(vyhradené)

3B
(36)

(vyhradené)

1.6.4.46,
6.8.2.6.1

EN 14432:2006

Nadrze na prepravu nebezpeéného tovaru —
Zariadenia nadrzi na prepravu kvapalnych
chemikalii — Ventily na vypustanie produktu
a privodu vzduchu (Tanks for the transport of
dangerous goods — Tank equipment for the

Uplatfiuje sa pri realizacii
prepravy na uzemi Statov,

v ktorych sa uplatiuje zarover
Priloha 2 k SMGS a RID




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6

transport of liquid chemicals — Product
discharge and air inlet valves)

5 1.6.4.46, EN 14433:2006 NadrZe na prepravu nebezpelného tovaru — | Uplatfiuje sa pri realizacii

6.8.2.6.1 Zariadenia nadrzi na prepravu kvapalnych prepravy na Uzemi Statov,

chemikalii — Patkové ventily (Tanks for the v ktorych sa uplatfuje zaroveri
transport of dangerous goods — Tank Priloha 2 k SMGS a RID
equipment for the transport of liquid
chemicals — Foot valves)

5A0 6.8.2.6.2 EN 12972: 2007 Nadrze na prepravu nebezpeéného tovaru — |Uplatiiuje sa pri realizacii
skusky, kontroly a oznacenie kovovych nadrzi prepravy na Uzemi Statov,
(Tanks for transport of dangerous goods — v ktorych sa uplatfuje zaroven
Testing, inspection and marking of metallic tanks) | Priloha 2 k SMGS a RID

5A 1.8.7.8,6.8.2.6.1, EN 12972: 2018 Nadrze na prepravu nebezpecného tovaru — |Uplatriuje sa pri realizacii

6.8.2.6.2 skusky, kontroly a oznacenie kovovych nadrzi prepravy na Uzemi Statov,

(Tanks for transport of dangerous goods — v ktorych sa uplatfuje zaroveri
Testing, inspection and marking of metallic tanks) | Priloha 2 k SMGS a RID

56 (vyhradené)

(56)

6 1.10.3, poznamka Rozhodnutie 2008/43/ES |Smernica Komisie 2008/43/ES Uplatfuje sa pri realizacii

zo 4. aprila 2008, ktorou sa v sulade

so smernicou Rady 93/15/EHS zriaduje
systém na identifikaciu a sledovatelnost
vybudnin

na civilné pouZitie

(COMMISSION DIRECTIVE 2008/43/EC

of 4 April 2008 setting up, pursuant to Council
Directive 93/15/EEC, a system for the
identification and traceability of explosives for
civil uses)

prepravy na Uzemi Statov,
v ktorych sa uplatfuje zarover
Priloha 2 k SMGS a RID




Bod Prilohy 2
k SMGS

Cislo dokumentu

Nazov dokumentu

Krajina pouzitia

Poznamka

2

3

4

5

6

2.1.3.5.5, odkaz 3

Rozhodnutie
2000/532/ES

Rozhodnutie Komisie 2000/532/ES

z 03.05.2000, nahradzujuce rozhodnutie
94/3/EC, 0 zozname odpadov

podla ¢lanku 1 pism. a) smernice Rady
75/442/EHS o odpadoch a rozhodnutie Rady
94/904/ES, ktorym sa vydava zoznam
nebezpecénych odpadov podla ¢lanku 1 ods. 4
smernice Rady 91/689/EHS o nebezpecénych
odpadoch (Commission Decision
2000/532/EC of 3 May 2000 replacing
Decision 94/3/EC establishing a list of wastes
pursuant to Article 1(a) of Council Directive
75/442/EEC on waste and Council Decision
94/904/EC establishing a list of hazardous
wastes pursuant to Article 1(4) of Council
Directive 91/689/EEC on hazardous wastes,
as amended)

Uplatfiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID

2.1.3.5.5, odkaz 3

Smernica 2008/98/ES

Smernica Eurépskeho parlamentu a Rady
2008/98/EC z 19. novembra 2008

0 odpade a o zruseni urcitych smernic

(Directive 2008/98/EC of the European Parliament
and of the Council of 19 November 2008 on
waste and repealing certain Directives, as
amended)

Uplatiuje sa pri realizacii
prepravy na uzemi statov,

v ktorych sa uplatiiuje zaroveh
Priloha 2 k SMGS a RID

2.2.61.1.14,
2.2.9.1.105

Nariadenie (ES)
¢. 1272/2008

Nariadenie Eurépskeho parlamentu a Rady
(ES) €.1272/2008 z 16. decembra 2008

o klasifikacii, ozna¢ovani a baleni latok

a zmesi, o0 zmene, doplneni a zruseni
smernic 67/548/EHS a 1999/45/ES a 0 zmene
a doplneni nariadenia (ES) ¢. 1907/2006
(Regulation (EC) No 1272/2008 of the
European Parliament and of the Council of 16
December 2008 on classification, labelling

Uplatfiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatiiuje zarover
Priloha 2 k SMGS a RID




Cislo

Bod Prilohy 2
k SMGS

Cislo dokumentu

Nazov dokumentu

Krajina pouzitia

Poznamka

2

3

4

5

6

and packaging of substances and mixtures,
amending and repealing Directive
67/548/EEC and 1999/45/EC; and amending
Regulation (EC) No 1907/2006)

9A0

1.6.1.51

Nariadenie (ES) ¢.
2020/1182

Delegované nariadenie Komisie (ES) 2020/1182
z 19. maja 2020, ktorym sa na ucely
prispdsobenia technickému a vedeckému
pokroku meni ¢ast' 3 prilohy VI k nariadeniu
Eurépskeho parlamentu a Rady (ES) €.
1272/2008 o klasifikacii, oznacovani a baleni
latok a zmesi(patnaste ATP nariadenia CLP),
ucinné od 1. marca 2022.

(Commission Delegated Regulation (EU)
2020/1182 of 19 May 2020 amending, for the
purposes of its adaptation to technical and
scientific progress, Part 3 of Annex VI to
Regulation (EC) No 1272/2008 of the European
Parliament and of the Council on classification,
labelling and packaging of substances and
mixtures (fifteenth ATP to the CLP), applicable
from 1 March 2022).

Uplatiuje sa pri realizacii
prepravy na uzemi Statov, v
ktorych sa uplatiuje zaroven
Priloha 2 k SMGS a RID

9A

2.2.62.1.11.1,
2.2.62.1.11.2

Rozhodnutie
2000/532/ES

Rozhodnutie Komisie 2000/532/ES

z 03.05.2000, nahradzujuce rozhodnutie
94/3/ES, ktorym sa vydava zoznam odpadov
podla ¢lanku 1 pism. a) smernice Rady
75/442/EHS o odpadoch (ktory nahradza
smernicu Eurépskeho parlamentu a Rady
2006/12/ES (Uradny vestnik Eurépskej unie
¢. L 114 z 27. 4. 2006, str. 9),

a rozhodnutie Eurépskej hospodarskej rady
€. 94/904/ES zavadzajuce zoznam odpadov
v sulade s ¢lankom 1 ods. 4 Smernice Rady
€. 91/689/EHS o nebezpeénom odpade
(Uradny vestnik Eurépskych spolo&enstiev
¢. L 226 z0 6.9.2000, str. 3)




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
10 2.2.62.1.121 Nariadenie (ES) €. 1/2005 | Nariadenie Rady (ES) €. 1/2005 Uplatfiuje sa pri realizacii
z 22. decembra 2004 o ochrane zvierat prepravy na Uzemi Statov,
pocas prepravy v ktorych sa uplatfuje zaroveri
(Council Regulation (EC) No 1/2005 Priloha 2 k SMGS a RID
of 22 December 2004 on the protection
of animals during transport)
10A 2.2.62.1.12.1 Vyhlaska MPS Pravidla prepravy zvierat po zeleznici Ruska federacia
Ruskej federacie z
18.06.2003 ¢&. 35
11 2.2.9.1.11, odkaz Smernica 2001/18/ES Cast C smernice 2001/18/ES Eurépskeho Uplatfuje sa pri realizacii
parlamentu a Rady o zamernom uvolneni prepravy na Uzemi Statov,
geneticky modifikovanych organizmov do v ktorych sa uplatfuje zaroven
zivotného prostredia a o0 zruSeni smernice Priloha 2 k SMGS a RID
Rady 90/220/EHS
(Part C of Directive 2001/18/EC of the
European Parliament and of the Council on
the deliberate release into the environment of
genetically modified organisms and repealing
Council Directive 90/220/EEC)
12 2.2.9.1.11, odkaz Nariadenie (ES) Nariadenie (ES) ¢. 1829/2003 Europskeho Uplatiuje sa pri realizacii
¢. 1829/2003 parlamentu a Rady o geneticky prepravy na Uzemi Statov,
modifikovanych potravinach a krmivach v ktorych sa uplatiuje zarover
(Regulation (EC) No. 1829/2003 Priloha 2 k SMGS a RID
of the European Parliament and of the
Council on genetically modified food and
feed)
12A 2332 Cast' A prilohy k Nariadenie Komisie (ES) &. 440/2008 Uplatfiuje sa pri realizacii Metoda A.2

Nariadeniu Komisie (ES)
¢. 440/2008
z 30. maja 2008

z 30. maja 2008, ktorym sa ustanovuju testovacie
metddy podla nariadenia Eurépskeho parlamentu
a Rady (ES) ¢. 1907/2006 o registracii,
hodnoteni, autorizacii a obmedzovani
chemickych latok (REACH)

(Official Journal of the European Union, Ne. L 142

prepravy na Uzemi Statov,
v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
of 31.05.2008, str.1-739 and Ne L 143 of
03.06.2008, str. 55)

13 Tabulka A kapitoly |EN 590: 2013 + A1:2017 |Automobilové paliva — Nafta — Poziadavky Uplatfiuje sa pri realizacii
3.2, 1) druhy stipec a skusobné metddy. prepravy na Uzemi Statov,
druhy riadok pre UN (Automotive fuels - Diesel - Requirements v ktorych sa uplatfuje zaroveri
1202, and test methods) Priloha 2 k SMGS a RID
4.1.1.21.6, tabulka,

1) druhy stipec
druhy riadok pre UN
1202

14 Osobitné Smernica 2006/42/EC Smernica Eurépskeho parlamentu a Rady Uplatfuje sa pri realizacii
ustanovenie 363 2006/42/ES zo 17. maja 2006 o strojovych prepravy na Uzemi Statov,
kapitoly 3.3, zariadeniach a o0 zmene a doplneni v ktorych sa uplatfuje zaroven
odkaz 2 smernice 95/16/ES Priloha 2 k SMGS a RID

(Directive 2006/42/EC of the European
Parliament and of the Council of 17 May 2006
on machinery, and amending Directive
95/16/EC)

15 Osobitné Nariadenie (ES) €. 79/2009 | Nariadenie Eurdpskeho parlamentu a Rady Uplatiuje sa pri realizacii
ustanovenie 392 (ES) €. 79/2009 zo 14. januara 2009 prepravy na Uzemi Statov,
kapitoly 3.3 o typovom schvalovani motorovych vozidiel v ktorych sa uplatiuje zaroven

na vodikovy pohon, ktorym sa meni a dopifia |Priloha 2 k SMGS a RID
smernica 2007/46/ES

(Regulation (EC) No. 79/2009 of the

European Parliament and of the Council

of 14 January 2009 on type approval

of hydrogen-powered motor vehicles, and

amending Directive 2007/46/EC)

16 Osobitné Nariadenie (EU) Nariadenie Komisie (EU) &. 406/2010 Uplatfiuje sa pri realizacii
ustanovenie 392 ¢. 406/2010 Z 26. aprila 2010, ktorym sa vykonava prepravy na uzemi Statov,
kapitoly 3.3 nariadenie Eurépskeho parlamentu a Rady v ktorych sa uplatiuje zaroven




Bod Prilohy 2
k SMGS

Cislo dokumentu

Nazov dokumentu

Krajina pouzitia

Poznamka

2

3

4

5

6

(ES) &. 79/2009 o typovom schvalovani
motorovych vozidiel na vodikovy pohon
(Commission Regulation (EU) No 406/2010 of
26 April 2010 implementing Regulation (EC)
No 79/2009 of the European Parliament and
of the Council on type-approval of hydrogen-
powered motor vehicles)

Priloha 2 k SMGS a RID

17

Osobitné
ustanovenie 655
kapitoly 3.3

Smernica 97/23/ES

Smernica Eurépskeho parlamentu a Rady
97/23/ES z 29. maja 1997 o aproximacii
zakonov &lenskych statov tykajucich sa
tlakovych zariadeni

(Directive 97/23/EC of the European
Parliament and of the Council of 29 May 1997
on the approximation of the laws of the
Member States concerning pressure
equipment (PED))

Uplatiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatfuje zaroven
Priloha 2 k SMGS a RID

18

Osobitné
ustanovenie 655
kapitoly 3.3

Smernica 2014/68/EU

Smernica Eurépskeho parlamentu a Rady
2014/68/EU z 15. maja 2014 o harmonizacii
pravnych predpisov ¢lenskych Statov
tykajucich sa spristupfovania tlakovych
zariadeni na trhu (Directive 2014/68/EU of the
European Parliament and of the Council of

15 May 2014 on the harmonisation of the laws
of the Member States relating to the making
available on the market of pressure
equipment (PED))

Uplatriuje sa pri realizacii
prepravy na uzemi Statov,

v ktorych sa uplatiuje zarover
Priloha 2 k SMGS a RID

19

Osobitné
ustanovenie 674
kapitoly 3.3, 6.2.4.1

EN 1442:2017

Zariadenie a prislusenstvo na LPG —
Prenosné opakovatelne naplnitelné zvarané
ocelové flase na LPG — Navrh a konstrukcia
(LPG equipment and accessories —

Uplatfiuje sa pri realizacii
prepravy na uzemi Statov,

v ktorych sa uplatiuje zarover
Priloha 2 k SMGS a RID




Bod Prilohy 2
k SMGS

Cislo dokumentu

Nazov dokumentu

Krajina pouzitia

Poznamka

2

3

4

5

6

Transportable refillable welded steel cylinders
for LPG — Design and construction)

19A1

6.24.1

EN 1800:1998

Prenosné ffaSe na plyn — FfaSe na acetylén —
Zakladné poziadavky a definicie.
(Transportable gas cylinders — Acetylene
cylinders — Basic requirements and definitions)

Uplatfiuje sa pri realizacii
prepravy na uzemi Statov,

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID

19A2

6.24.1

EN 1800:2006

Prenosné flase na plyn — FlaSe na acetylén —
Zakladné poziadavky, definicie a typova skuska.
(Transportable gas cylinders — Acetylene
cylinders — Basic requirements, definitions and
type testing)

Uplatfiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatriuje zarover
Priloha 2 k SMGS a RID

19B
(19B)

6.24.1

EN 1964-3:2000

Prenosné flae na plyn — Specifikacie pre
projektovanie a konstrukciu opakovane
plnitelnych bez3vovych prenosnych plynovych
flia§ z ocele s objemom od 0,5 | do 150 | vratane
— Cast 3: Bezsdvové flaSe vyrobené =z
nehrdzavejucej ocele s hodnotou Rm menSou
nez 1100 MPa.

(Transportable gas cylinders — Specification for
the design and construction of refillable
transportable seamless steel gas cylinders of
water capacities from 0.5 litre up to and including
150 litres — Part 3: Cylinders made of seamless
stainless steel with an Rm value of less than 1
100 MPa)

Uplatfuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID

19C
(19B)

6.2.4.1

EN 12862:2000

Prenosné flae na plyn — Specifikacie pre
projektovanie a konStrukciu opakovane
plnitelnych prenosnych zvaranych plynovych flias

Uplatriuje sa pri realizacii
prepravy na uzemi Statov,
v ktorych sa uplatiuje zaroveri




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
zo zliatiny hlinika Priloha 2 k SMGS a RID
(Transportable gas cylinders — Specifications for
the design and construction of refillable
transportable welded aluminium alloy gas
cylinders)
19D 6.24.1 EN 1251-2:2000 Kryogénne nadoby — Prenosné, vakuovo Uplatfiuje sa pri realizacii Normy EN 1252-
(19n) izolované s objemom maximalne 1000 | — Cast | prepravy na Gzemi $tatov, 1:1998 a EN 1626 na
2: Projektovanie, vyroba, kontrola a skusky. v ktorych sa uplatiuje zaroven |ktoré sa odkazuje v
(Cryogenic vessels — Transportable, vacuum Priloha 2 k SMGS a RID tejto norme, platia aj
insulated, of not more than 1000 litres volume — pre uzavreté
Part 2: Design, fabrication, inspection and kryogénne nadoby na
testing) prepravu UN 1972
(METAN, CHLADIACA
KVAPALINA alebo
ZEMNY PLYN,
CHLADIACA
KVAPALINA).
19E 6.2.4.1 EN 12257:2002 Prenosné flase na plyn — BezSvové obrucou Uplatfiuje sa pri realizacii
(190) ovinuté flaSe z kompozitného materialu. prepravy na uzemi Statov,
(Transportable gas cylinders — Seamless, hoop | v ktorych sa uplatfiuje zaroven
wrapped composite cylinders) Priloha 2 k SMGS a RID
19F1 6.2.4.1 EN 12807:2001 Prenosné, opatovne plnitelné, spajkované flaSe |Uplatriuje sa pri realizacii (okrem prilohy A)
(19E1) z ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
konstrukcia a vyroba. v ktorych sa uplatiuje zarover
(Transportable refillable brazed steel cylinders Priloha 2 k SMGS a RID
for liquefied petroleum gas (LPG) — Design and
construction)
19F2 6.2.4.1 EN 12807:2008 Prenosné, opatovne plnitelné, spajkované flaSe |Uplatnuje sa pri realizacii
(19E2) z ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,

Projektovanie a konstrukcia.
(Transportable refillable brazed steel cylinders

v ktorych sa uplatiuje zarover
Priloha 2 k SMGS a RID

10




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
for liquefied petroleum gas (LPG) — Design and
construction)
19F3 6.24.1 EN 12807:2019 Vybavenie a prisluSenstvo LPG — Prenosné, Uplatfiuje sa pri realizacii
(19E3) opakovane plnitelné zvarané flaSe z ocele na prepravy na uzemi Statov,
skvapalneny ropny plyn (LPG) — Projektovanie v ktorych sa uplatiuje zarover
a konstrukcia. Priloha 2 k SMGS a RID
(LPG equipment and accessories -
Transportable refillable brazed steel cylinders for
liquefied petroleum gas (LPG) - Design and
construction)
19G 6.2.4.1 EN 13293:2002 Prenosné ffage na plyn — Specifikacia pre Uplatfiuje sa pri realizacii
(19K1) projektovanie a konstrukciu opatovne plnitelnych | prepravy na uzemi statov,
prenosnych bezSvovych flia§ z normalne zihanej |v ktorych sa uplatriuje zaroven
uhlikovo-manganovej ocele s objemom do 0,51 |Priloha 2 k SMGS a RID
vratane, pre stlatené, skvapalnené a pod tlakom
uvolfiovaneé plyny, a do 1 | vratane pre oxid
uhlicity.
(Transportable gas cylinders — Specification for
the design and construction of refillable
transportable seamless normalised carbon
manganese steel gas cylinders of water capacity
up to 0.5 litre for compressed, liquefied and
dissolved gases and up to 1 litre for carbon
dioxide)
19H1 6.2.4.1 EN 13322-2:2003 Prenosné flase na plyn — Opakovane plnitelné Uplatfiuje sa pri realizacii
(asn1) zvarané flase z nehrdzavejucej ocele; prepravy na uzemi Statov,

Projektovanie a konstrukcia — Cast 2: Zvarané z
nehrdzavejucej ocele.

(Transportable gas cylinders — Refillable welded
stainless steel gas cylinders — Design and

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID

11




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
construction — Part 2: Welded stainless steel)
19H2 6.2.4.1 EN 13322-2:2003 + Prenosné ffaSe na plyn — Opakovane plnitelné Uplatfiuje sa pri realizacii
(1912) A1:2006 zvarané ffaSe z nehrdzavejucej ocele; prepravy na Uzemi Statov,
Projektovanie a konstrukcia — Cast 2: Zvarané z | v ktorych sa uplatfiuje zérover
nehrdzavejucej ocele. Priloha 2 k SMGS a RID
(Transportable gas cylinders — Refillable welded
stainless steel gas cylinders — Design and
construction — Part 2: Welded stainless steel)
1911 6.2.4.1 EN 12245:2002 Prenosné flase na plyn — PIne ovinuté flase z Uplatfuje sa pri realizacii Tato norma sa
(19K2) kompozitnych materialov. prepravy na Uzemi Statov, nevztahuje na plyny
(Transportable gas cylinders — Fully wrapped v ktorych sa uplatriuje zaroveri | klasifikované ako LPG.
composite cylinders) Priloha 2 Kk SMGS a RID
1912 6.2.4.1 EN 12245:2009 Prenosné ffase na plyn — PIne ovinuté ffase z Uplatfiuje sa pri realizacii Tato norma sa nesmie
(19K2) +A1:2011 kompozitnych materialov. prepravy na Uzemi Statov, pouzit pre flaSe a
(Transportable gas cylinders — Fully wrapped v ktorych sa uplatriuje zaroveri |nadoby bez obloZenia,
composite cylinders) Priloha 2 k SMGS a RID vyrobené z dvoch &asti
spojenych dohromady.
Tato norma sa
nevztahuje na plyny
klasifikované ako LPG.
1913 6.2.4.1 GOST (F'OCT) P 55559- |Kompozitné flaSe na skvapalnené ropné plyny Rusko
(19K3) 2013 pri tlaku do 2,0 MPa. VSeobecné technické
poziadavky. SkiuSobné metody.
(Composite cylinders for liquefied petroleum
gases at pressure up to 2,0 MPa. General
technical requirements. Test methods)
1914 6.2.4.1 EN 12245:2022 Frase na prepravu plynov. Flase s Uplnym Uplatriuje sa pri realizacii Tato norma sa
(1914) kompozitovym obalom prepravy na Uzemi Statov, v nevztahuje na plyny
(Transportable gas cylinders — Fully wrapped ktorych sa uplatriuje zarovern |klasifikované ako LPG.
composite cylinders) Priloha 2 k SMGS a RID
19J 4.1.6.15 EN 12205:2001 Prenosné flase na plyn — Ffase na plyn z kovu, Uplatfiuje sa pri realizacii
(191 6.2.4.1 ktoré sa nemézu opakovane plnit. prepravy na uzemi Statov,

(Transportable gas cylinders — Non refillable

v ktorych sa uplatiiuje zaroveri
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metallic gas cylinders) Priloha 2 k SMGS a RID
19K1 6.2.4.1 EN 13110: 2002 Prenosné, opakovane plnitelné zvarané ffaSe z | Uplatfiuje sa pri realizacii
(19M1) hlinika na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
Projektovanie a konstrukcia. v ktorych sa uplatriuje zarover
(Transportable refillable welded aluminium Priloha 2 k SMGS a RID
cylinders for liquefied petroleum gas (LPG) —
Design and construction)
19K2 6.2.4.1 EN 13110: 2012 Prenosné, opakovane plnitelné zvarané flaSe z | Uplatriuje sa pri realizacii
(19M2) hlinika na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
Projektovanie a konstrukcia. v ktorych sa uplatiuje zarover
(Transportable refillable welded aluminium Priloha 2 k SMGS a RID
cylinders for liquefied petroleum gas (LPG) —
Design and construction)
19L1 6.24.1 EN 14427:2004 Prenosné, opakovane plnitelné, plne ovinuté Uplatfiuje sa pri realizacii Tato norma plati len
(19H1) flaSe z kompozitného materialu na skvapalneny | prepravy na uzemi statov, pre ffasSe vybavené
ropny plyn (LPG) - Projektovanie a konstrukcia v ktorych sa uplatiuje zaroveri | zariadeniami na
(Transportable refillable fully wrapped composite |Priloha 2 k SMGS a RID vyrovnavanie tlaku.
cylinders for LPG — Design and construction)
19L2 6.2.4.1 EN 14427:2004 + Prenosné, opakovane plnitelné flasSe z Uplatiuje sa pri realizacii 1. Norma plati len pre
(19H2) A1:2005 kompozitného materialu na skvapalneny ropny prepravy na Uzemi Statov, flaSe vybavené
plyn (LPG) - Projektovanie a konstrukcia v ktorych sa uplatiuje zaroveri |zariadenim na
(Transportable refillable composite cylinders for | Priloha 2 k SMGS a RID vyrovnavanie tlaku
LPG — Design and construction) 2. Podfa pododseku
5.2.9.21a5.2.9.3.1
musia obe flase prejst’
deformaénou skuskou,
pokial vykazuju
poskodenie rovnaké
alebo horsie ako su
stanovené kritéria pre
zamietnutie.
19L3 6.2.4.1 EN 14427:2014 Vybavenie a prislusenstvo LPG — Prenosné Uplatfiuje sa pri realizacii Tato norma sa nesmie
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1 2 3 4 5 6

(19H3) opakovatelne plnitelné, plne ovinuté flade z prepravy na Uzemi Statov, pouzit pre flaSe a
kompozitného materialu na skvapalneny ropny v ktorych sa uplatiuje zaroveri | nadoby bez obloZenia,
plyn (LPG) - Projektovanie a konstrukcia. Priloha 2 k SMGS a RID vyrobené z dvoch Casti
(LPG Equipment and accessories — spojenych dohromady.
Transportable refillable fully wrapped composite
cylinders for LPG — Design and construction)

1914 6.24.1 EN 14427:2022 LPG zariadenia a prisluSenstvo — Prenosné Uplatriuje sa pri realizacii

(19H4) opakovatelne pinitelné flaSe z kompozitného prepravy na Uzemi Statov, v
materialu na LPG — Projektovanie a konstrukcia |ktorych sa uplatriuje zaroven
(LPG equipment and accessories — Priloha 2 k SMGS a RID
Transportable refillable composite cylinders for
LPG — Design and construction)

19M 6.2.4.1 EN 14208:2004 Prenosné flage na plyn — Specifikacia pre Uplatriuje sa pri realizacii

(190) zvaraneé tlakové sudy s objemom do 1000 | na prepravy na Uzemi Statov,
prepravu plynov — Projektovanie a konstrukcia. | v ktorych sa uplatfiuje zarover
(Transportable gas cylinders — Specification for | Priloha 2 k SMGS a RID
welded pressure drums up to 1000 litres
capacity for the transport of gases — Design and
construction)

19N1 6.2.4.1 EN 14140:2003 Prenosné opakovane plnitelné zvarané flase z Uplatriuje sa pri realizacii

(19r1) ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
Alternativne projektovanie a konstrukcia. v ktorych sa uplatiuje zarover
(Transportable refillable welded steel cylinders Priloha 2 k SMGS a RID
for Liquefied Petroleum Gas (LPG) — Alternative
design and construction)

19N2 [6.24.1 EN 14140:2003 + Prenosné opakovane plnitefné zvarané ffase z Uplatfiuje sa pri realizacii

(19M2) A1:2006 ocele na LPG — Alternativne projektovanie a prepravy na Uzemi Statov,
konstrukcia. v ktorych sa uplatfuje zaroveri
(Transportable refillable welded steel cylinders Priloha 2 k SMGS a RID
for Liguefied Petroleum Gas (LPG) — Alternative
design and construction)

20 Osobitné EN 14140:2014 + Zariadenie a prislusenstvo na LPG — Uplatfiuje sa pri realizacii

ustanovenie 674 AC:2015 Prenosné opakovatelne naplnitefné zvarané |prepravy na uzemi statov,
kapitoly 3.3, ocelové flaSe na LPG — Alternativny navrh v ktorych sa uplatiuje zaroven
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6.2.4.1 a konstrukcia (LPG Equipment and Priloha 2 k SMGS a RID
accessories — Transportable refillable welded
steel cylinders for LPG — Alternative design
and construction)
20A1 6.24.1 EN 13769:2003 Prenosné flase na plyn — Zvazky flias — Uplatfiuje sa pri realizacii
Projektovanie, vyroba, skusky a kontrola prepravy na uzemi Statov,
(Transportable gas cylinders — Cylinder bundles | v ktorych sa uplatfiuje zaroveri
— Design, manufacture, identification and Priloha 2 k SMGS a RID
testing)
20A2 6.2.4.1 EN 13769:2003 + Prenosné flase na plyn — Zvazky flias — Uplatfuje sa pri realizacii
A1:2005 Projektovanie, vyroba, skusky a kontrola prepravy na Uzemi Statov,
(Transportable gas cylinders — Cylinder bundles |v ktorych sa uplatriuje zarover
— Design, manufacture, identification and Priloha 2 k SMGS a RID
testing)
20B 6.2.4.1 EN 14638-1:2006 Prenosné ffade na plyn — Opakovane plnitelné |Uplatriuje sa pri realizacii
(20B) zvarané flaSe s objemom nepresahujucim 150 | | prepravy na Uzemi Statov,
— Cast 1: Zvarané flaSe z austenitickej, |v ktorych sa uplatiiuje zaroven
nehrdzavejucej ocele vyrobené podfa projektu |Priloha 2 k SMGS a RID
zalozeného na experimentalnych metddach.
(Transportable gas cylinders — Refillable welded
receptacles of a capacity not exceeding 150
litres — Part 1: Welded austenitic stainless steel
cylinders made to a design justified by
experimental methods
20C 6.2.4.1 EN 14638-3:2010 + Prepravné ffase na plyn — Opakovane plnitelné |Uplatriuje sa pri realizacii
(20B) AC:2012 zvarané nadoby s objemom nepresahujucim 150 | prepravy na Uzemi Statov,

| — Cast 3: Zvarané flase z uhlikovej ocele
vyrobené podfa projektu zaloZeného na
experimentélnych metédach

(Transportable gas cylinders — Refillable
welded receptacles of a capacity not exceeding
150 litres — Part 3: Welded carbon steel
cylinders made to a design justified by
experimental methods)

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID
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20D1 6.2.4.1 EN 14893:2006 + Vybavenie a prisluSenstvo LPG — Prenosné, | Uplatriuje sa pri realizcii
(20r1) AC:2007 zvarané tlakové sudy z ocele na LPG s |prepravy na Uzemi Statov,
objemom od 150 | do 1000 | v ktorych sa uplatfuje zaroveri
(LPG equipment  and accessories  — |Priloha 2 k SMGS a RID
Transportable LPG welded steel pressure drums
with a capacity between 150 and 1000 litres)
20D2 6.2.4.1 EN 14893:2014 Vybavenie a prisluSenstvo LPG - Prenosné, |Uplatriuje sa pri realizacii
(20r2) zvarané tlakové sudy z ocele na LPG s |prepravy na Uzemi Statov,
objemom od 150 | do 1000 | v ktorych sa uplatriuje zaroven
(LPG  equipment and accessories — |Priloha2 k SMGS a RID
Transportable LPG welded steel pressure drums
with a capacity between 150 and 1000 litres)
20D3 6.24.1 EN 17339:2020 Frase na prepravu plynov. Flase s uplnym Uplatfiuje sa pri realizacii
(20r3) uhlikovym kompozitovym obalom a velké flase prepravy na uzemi Statov, v
na vodik ktorych sa uplatriuje zaroven
(Transportable gas cylinders — Fully wrapped |Priloha 2 k SMGS a RID
carbon composite cylinders and tubes for
hydrogen)
20E 6.2.4.1 EN 13648-1:2008 Kryogénne nadoby — Bezpecnostné zariadenia | Uplatiiuje sa pri realizacii
(200) na ochranu pred nadmernym tlakom — Cast 1: |prepravy na Uzemi $tatov,
Bezpecnostné ventily pre kryogénnu prevadzku |v ktorych sa uplatriuje zaroven
(Cryogenic vessels — Safety devices for |Priloha2k SMGS a RID
protection against excessive pressure — Part 1:
Safety valves for cryogenic service)
21 Osobitné Casti 1-3 prilohy | ku Smernica Rady o aproximacii zakonov Uplatfiuje sa pri realizacii Napriek zruSeniu

ustanovenie 674
kapitoly 3.3,

smernici 84/527/EHS

Clenskych Statov tykajucich sa zvaranych
plynovych flia§ z nelegovanej ocele (Council

prepravy na uzemi Statov,
v ktorych sa uplatiuje zaroveri

smernic 84/525/EHS,
84/526/ EHS,
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6.24.1 directive on the approximation of the laws of |Priloha 2 k SMGS a RID 84/527/ EHS,
the Member States relating to welded uverejnenom
unalloyed steel gas cylinders) v Uradnom vestniku
Eurépskej unie €.
L300 z 19.11.1984 ,
sa dodatky k tymto
smerniciam stale
uplatniuju ako
normativno-technické
dokumenty pre
projektovanie,
konstrukciu,
podiato¢nu kontrolu a
skusanie plynovych
flia. Tieto dodatky
najdete na: eur-
lex.europa.eu/oj/direct
-access.html
22 4.1.4.1, obalova EN 1439:2017 Zariadenia pre LPG a ich prisluSenstvo — Uplatiuje sa pri realizacii
inStrukcia P200 (12) Postupy kontroly flias na prepravu LPG pred, |prepravy na Uzemi statov,
pocas a po naplneni (LPG equipment and v ktorych sa uplatiuje zarover
accessories — Procedures for checking LPG  |Priloha 2 k SMGS a RID
cylinders before, during and after filling).
22A 4.1.4.1, obalova EN 13365:2002 + Prenosné ffaSe na plyn — Zvazky tlakovych fliaS | Uplatriuje sa pri realizacii
inStrukcia P200 (11) |A1:2005 na trvalé a skvapalnené plyny (okrem acetylénu) |prepravy na Uzemi statov,
a (13) - Kontrola po&as plnenia v ktorych sa uplatfuje zaroveri
(Transportable gas cylinders — Cylinder bundles | Priloha 2 k SMGS a RID
for permanent and liquefied gases (excluding
acetylene) — Inspection at the time of filling)
22b 4.1.4.1, obalova EN 1439:2021 LPG zariadenia a prislusenstvo — Postupy Uplatriuje sa pri realizacii

instrukcia P200 (11)
a(12)

kontroly flia§ na prepravu LPG pred, po¢as a po
naplneni

(LPG equipment and accessories — Procedures
for checking transportable refillable LPG

prepravy na uzemi Statov, v
ktorych sa uplathuje zaroven
Priloha 2 k SMGS a RID
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cylinders before, during and after filling).
23 4.1.4.1, obalova EN 13952:2017 Zariadenia pre LPG a ich prisluSsenstvo — Uplatfiuje sa pri realizacii
inStrukcia P200 (11) Podmienky plnenia pre ffase LPG (LPG prepravy na Uzemi Statov,
a(12) equipment and accessories — Filling v ktorych sa uplatfuje zaroveri
operations for LPG cylinders) Priloha 2 k SMGS a RID
23A 4.1.4.1, obalova EN 14794:2005 Vybavenie a prisluSenstvo LPG — Prenosné Uplatfiuje sa pri realizacii
(23A) inStrukcia P200 (11) opakovane plnitelné zvarané ffase z hlinika na prepravy na uzemi Statov,
skvapalneny ropny plyn (LPG) — Previerka v ktorych sa uplatiuje zarover
pred, pocas a po plneni) Priloha 2 k SMGS a RID
(LPG equipment and accessories —
Transportable refillable aluminium cylinders for
liquefied petroleum gas (LPG) — Procedure for
checking before, during and after filling)
23B 4.1.4.1, obalova EN 1442 Prenosné opakovane plnitelné zvarané ffase z Uplatfiuje sa pri realizacii
(23B) indtrukcia P200, ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
(12), 1.3 Projektovanie a konStrukcia v ktorych sa uplatfuje zaroveri
(Transportable refillable welded steel cylinders Priloha 2 k SMGS a RID
for liquefied petroleum gas (LPG) — Design and
construction)
23B1 6.2.4.1 EN 1442:1998 + AC:1999 | Prenosné opakovane plnitelné zvarané flase z Uplatfiuje sa pri realizacii
(23B1) ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
Projektovanie a konStrukcia v ktorych sa uplatriuje zaroven
(Transportable refillable welded steel cylinders Priloha 2 k SMGS a RID
for liquefied petroleum gas (LPG) — Design and
construction)
23B2 6.24.1 EN 1442:1998 + A2:2005 |Prenosné opakovane plnitelné zvarané ffade z Uplatfiuje sa pri realizacii
(23B62) ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,

Projektovanie a konStrukcia

(Transportable refillable welded steel cylinders
for liquefied petroleum gas (LPG) — Design and
construction)

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID
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23B3 6.2.4.1 EN 1442:2006 + A1:2008 |Prenosné opakovane plnitefné zvarané flase z Uplatfiuje sa pri realizacii
(23B3) ocele na skvapalneny ropny plyn (LPG) — prepravy na Uzemi Statov,
Projektovanie a konstrukcia v ktorych sa uplatriuje zarover
(Transportable refillable welded steel cylinders Priloha 2 k SMGS a RID
for liquefied petroleum gas (LPG) — Design and
construction)
23C 4.1.4.1, P200, (12), |EN 13322-1 Prenosné flase na plyn — Opakovane plnitelné Uplatfuje sa pri realizacii
(23B) [1.3 zvarané flase na plyn z ocele; Projektovanie a prepravy na Uzemi Statov,
konstrukcia — Cast 1: Zvarané, z ocele v ktorych sa uplatiuje zarover
(Transportable gas cylinders — Refillable welded | Priloha 2 k SMGS a RID
steel gas cylinders — Design and construction —
Part 1: Welded steel)
23C1 6.24.1 EN 13322-1:2003 Prenosné ffasSe na plyn — Opakovane plnitelné Uplatfiuje sa pri realizacii
(23B1) zvarané ffase na plyn z ocele; Projektovanie a prepravy na Uzemi Statov,
konstrukcia — Cast 1: Zvarané, z ocele v ktorych sa uplatfuje zaroveri
(Transportable gas cylinders — Refillable welded | Priloha 2 k SMGS a RID
steel gas cylinders — Design and construction —
Part 1: Welded steel)
23C2 n.6.2.4.1 EN 13322-1:2003 + Prenosné flase na plyn — Opakovane plnitelné Uplatfiuje sa pri realizacii
(23B) A1:2006 zvarané flase na plyn z ocele; Projektovanie a prepravy na Uzemi Statov,
konstrukcia — Cast 1: Zvarané, z ocele v ktorych sa uplatriuje zaroven
(Transportable gas cylinders — Refillable welded | Priloha 2 k SMGS a RID
steel gas cylinders — Design and construction —
Part 1: Welded steel)
23D1 6.24.1 EN 13152:2001 Specifikacie a skusky LPG — Ventily fliag — Uplatfiuje sa pri realizacii
(2301) samozatvaracie. prepravy na Uzemi Statov,
(Specifications and testing of LPG — cylinder v ktorych sa uplatfuje zaroveri
valves — Self closing) Priloha 2 k SMGS a RID
23D2 4.1.4.1, P200, (12), |EN 13152:2001 + Specifikacie a skusky LPG — Ventily flias — Uplatfuje sa pri realizacii
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(2302) (3.4 A1:2003 samozatvaracie. prepravy na Uzemi Statov,
4.1.6.15 (Specifications and testing of LPG — cylinder v ktorych sa uplatfuje zaroveri
6.24.1 valves — Self closing) Priloha 2 k SMGS a RID
23E1 6.24.1 EN 13153:2001 Frase na plyn — Specifikacie a skusky ventilov Uplatfiuje sa pri realizacii
(23E1) flias na LPG — ruéne ovladané. prepravy na Uzemi Statov,
(Specifications and testing of LPG — cylinder v ktorych sa uplatfuje zaroveri
valves — Manually operated) Priloha 2 k SMGS a RID
23E2 4.1.4.1, P200, (12), |EN 13153:2001 + Frase na plyn — Specifikacie a skusky ventilov Uplatfuje sa pri realizacii
(23E2) (3.4 A1:2003 flia§ na LPG — ruc¢ne ovladané. prepravy na Uzemi Statov,
4.1.6.15 (Specifications and testing of LPG — cylinder v ktorych sa uplatfuje zaroven
6.24.1 valves — Manually operated) Priloha 2 k SMGS a RID
23F (vyhradené)
(23X)
23F1 4.1.4.1, P200, (12), |EN 14912:2022 LPG zariadenia a prislusenstvo — Prehliadky a Uplatriuje sa pri realizacii
(23>K1) 3.4 udrzba LPG ventilov plynovych flias pocas prepravy na Uzemi Statov,
6.2.4.2 periodickej kontroly flias§ v ktorych sa uplatiuje zaroveri
(LPG equipment and accessories — Inspection Priloha 2 k SMGS a RID
and maintenance of LPG cylinder valves at time
of periodic inspection of cylinders)
23G 4.1.4.1, P200, (13), |EN 1964-1:1999 Prenosné flage na plyn — Specifikacie pre Uplatiuje sa pri realizacii
(233) 1.3 projektovanie a konstrukciu bezsvovych prepravy na Uzemi Statov,

6.24.1

opakovane plnitefnych prenosnych plynovych
flias z ocele

s objemom od 0,5 | do 150 | vratane —

Cast 1: Bezsvové flade z ocele s hodnotou Rm
mensou nez 1100 MPa.

(Transportable gas cylinders — Specification for
the design and construction of refillable
transportable seamless steel gas cylinders of
water capacities from 0.5 litre up to and including
150 litres — Part 1: Cylinders made of seamless

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID
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Bod Prilohy 2
k SMGS

Cislo dokumentu

Nazov dokumentu

Krajina pouzitia

Poznamka

2

3

4

5

6

steel with an Rm value of less than 1 100 Mpa)

4.1.4.1, P200, (13),
1.3
6.2.4.1

EN 1964-2:2001

Prenosné ffade na plyn — Specifikacie pre
projektovanie a kon&trukciu bezSvovych
opakovane plnitefnych prenosnych plynovych
flias z ocele

s objemom od 0,5 | do 150 | vratane —

Cast 1: Bezsvové flade z ocele s hodnotou Rm
mensou nez 1100 MPa.

(Transportable gas cylinders — Specification for
the design and construction of refillable
transportable seamless steel gas cylinders of
water capacities from 0.5 litre up to and including
150 litres — Part 2: Cylinders made of seamless
steel with an Rm value of 1100 MPa or above)

Uplatfiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatriuje zarover
Priloha 2 k SMGS a RID

23
(23K)

4.1.4.1, P200, (13),
1.3

EN 1975

Prenosné ffage na plyn — Specifikacie pre
projektovanie a konstrukcia opakovane
plnitelnych prenosnych bez8vovych plynovych
flia$ z hlinika a zliatiny hlinika s objemom od 0,5 |
do 150 | vratane.

(Transportable gas cylinders — Specifications for
the design and construction of refillable
transportable seamless aluminium and aluminium
alloy gas cylinders of capacity from 0.5 litres up
to 150 litres)

Uplatfiuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatriuje zarover
Priloha 2 k SMGS a RID

2311
(23K1)

6.24.1

EN 1975:1999

Prenosné flage na plyn — Specifikacie pre
projektovanie a konstrukcia opakovane
plnitelnych prenosnych bez8vovych plynovych
flia§ z hlinika a zliatiny hlinika s objemom od 0,5 |
do 150 | vratane.

(Transportable gas cylinders — Specifications for
the design and construction of refillable
transportable seamless aluminium and aluminium
alloy gas cylinders of capacity from 0.5 litres up
to 150 litres)

Uplatfuje sa pri realizacii
prepravy na Uzemi Statov,

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID

(okrem prilohy G)
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2312 6.2.4.1 EN 1975:1999 + Prenosné ffage na plyn — Specifikacie pre Uplatfiuje sa pri realizacii
(23K2) |6.2.5.4.2 _ ' projektovanie a konstrukcia opakovane prepravy na Uzemi Statov,
A1:2003 plnitelnych prenosnych bez8vovych plynovych v ktorych sa uplatriuje zarover
flia$ z hlinika a zliatiny hlinika s objemom od 0,5 | | Priloha 2 k SMGS a RID
do 150 | vratane.
(Transportable gas cylinders — Specifications for
the design and construction of refillable
transportable seamless aluminium and aluminium
alloy gas cylinders of capacity from 0.5 litres up
to 150 litres)
23K 4.1.4.1, P200, (13), |Casti 1-3 prilohy | ku Smernica Rady o aproximacii pravnych predpisov | Uplatfiuje sa pri realizacii Napriek zruSeniu smemic
(2311) 1.3 Smernici Rady Clenskych Statov tykajucich sa bezSvovych prepravy na Uzemi Statov, Rady 76/767/EHS,
6.2.4.1 84/525/EHS plynovych flia§ z ocele, uverejnena v Uradnom v ktorych sa uplatiuje zaroven [84/525/EHS, 84/526/EHS,
vestniku Eurépskeho spolo€enstva (Official Priloha 2 k SMGS a RID 84/527/EHS, zverejnenych
Journal of the European Communities) €. L 300 z v Uradnom vestniku ES &.
19.11.1984 .300 z 19.11.1984, prilohy
k uvedenym smemiciam su
aplikovatelné ako
normativno- technické
dokumenty pre
projektovanie a konstrukciu,
prvu prehliadku a skusok
fliaS na plyn. Uvedené
prilohy su uvedené na
stranke:
eur-lex.europa.eu/oj/direct-
access.html
23L 4.1.4.1, P200, (13), |Casti 1-3 prilohy | ku Smernica Rady o aproximacii pravnych predpisov | Uplatfiuje sa pri realizacii Napriek zruSeniu smemic
(23M) |13 Smernici Rady Clenskych Statov tykajucich sa bez8vovych prepravy na uzemi Statov, Rady 76/767/EHS,

6.24.1

84/526/EHS

plynovych flia§ z ocele, uverejnena v Uradnom
vestniku Eurépskeho spolocenstva (Official
Journal of the European Communities) €. L 300 z
19.11.1984

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID

84/525/EHS, 84/526/EHS,
84/527/EHS, zverejnenych
v Uradnom vestniku ES &.
.300 z 19.11.1984, prilohy
k uvedenym smemiciam su
aplikovatelné ako
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normativno- technické
dokumenty pre
projektovanie a konstrukciu,
prvu prehliadku a skusok
flia$ na plyn. Uvedené
prilohy su uvedené na
stranke:
eur-lex.europa.eu/oj/direct-
access.html
23M 4.1.4.1, P200, (13), |Priloha lll ku Smernici Smernica Eurépskeho parlamentu a Rady Uplatiuje sa pri realizacii
(23H) |[1.3 2010/35/EU z 16.06.2010 |2010/35/EU zo 16. juna 2010 o prepravy na Uzemi Statov,
prepravovatelnych tlakovych zariadeniach a o v ktorych sa uplatfuje zaroven
zruSeni smernic Rady 76/767/EHS, 84/525/EHS, |Priloha 2 k SMGS a RID
84/526/EHS, 84/527/EHS a 1999/36/ES
(Directive 2010/35/EU of the European
Parliament and of the Council of 16 June 2010 on
transportable pressure equipment and repealing
Council Directives 76/767/EEC, 84/525/EEC,
84/526/EEC, 84/527/EEC and 1999/36/EC, OJ L
165, 30.6.2010, p. 1-18)
23N 4.1.4.1, P200, (13), |Cast Il prilohy IV ku SMERNICA RADY 1999/36/ES z 29. aprila 1999 |Uplatfiuje sa pri realizacii
(230) 1.3 Smernici 1999/36/ES z o prepravovatelnych tlakovych zariadeniach prepravy na Uzemi Statov,
29. 04. 1999 (Council Directive 1999/36/EC of 29 April 1999 v ktorych sa uplatfuje zarover
on transportable pressure equipment, Official Priloha 2 k SMGS a RID
Journal L 138, 01/06/1999 P. 0020 — 0056)
230 (vyhradené)
(231)
23P 4.1.4.1, P200, (13), |EN 849 Prenosné ffade na plyn — Ventily flias: Uplatfiuje sa pri realizacii
(23P) (3.4 Specifikacia a typové skusky. prepravy na Uzemi Statov,
(Transportable gas cylinders — Cylinder valves: |v ktorych sa uplatriuje zarover
Specification and type testing) Priloha 2 k SMGS a RID
23P1 6.2.4.1 EN 849:1996 Prenosné flase na plyn — Ventily flias: Uplatfiuje sa pri realizacii (okrem prilohy A)
(23P1) Specifikacia a typové skusky. prepravy na uzemi Statov,

(Transportable gas cylinders — Cylinder valves:
Specification and type testing)

v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID
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23P2 6.24.1 EN 849:1996 + A2:2001 |Prenosné flaSe na plyn — Ventily flias: Uplatfiuje sa pri realizacii
(23P2) Specifikacia a typové skusky. prepravy na Uzemi Statov,
(Transportable gas cylinders — Cylinder valves: |v ktorych sa uplatriuje zarover
Specification and type testing) Priloha 2 k SMGS a RID
23R 4.1.6.15 EN 962:1996+A2:2000 Bezpelnostné uzavery a bezpeénostné Uplatfiuje sa pri realizacii
(23C) zariadenia pre ventily na tlakovych flasiach na prepravy na uzemi Statov,
priemyselné a medicinske plyny - Projektovanie, |v ktorych sa uplatfiuje zaroveri
konstrukcia a skusky Priloha 2 k SMGS a RID
(Valve protection caps and valve guards for
industrial and medical gas cylinders — Design,
construction and tests)
23S 4.3.3.3.2 EN 15877-1:2012 Zelezniéna doprava. Oznagenie Zelezniénych Uplatriuje sa pri realizacii
(23T) kolajovych vozidiel, Cast 1: Nakladné vagény prepravy na Uzemi Statov,
— (Railway applications — Marking on railway v ktorych sa uplatriuje zaroven
vehicles — Part 1: Freight wagons). Priloha 2 k SMGS a RID
24 (vyhradené)
25 (vyhradené)
26 (vyhradené)
27 6.24.1 EN 1626:2008 Kryogénne nadoby. Ventily pre kryogénnu Uplatfiuje sa pri realizacii (okrem ventilov
techniku. prepravy na uzemi Statov, kategorie B)
(Cryogenic vessels. Valves for cryogenic v ktorych sa uplatiiuje zarover | Tento normativno-
service) Priloha 2 k SMGS a RID technicky dokument
plati aj pre ventily flias
na prepravu
UN ¢. 1972
(CHLADENY METAN
KVAPALNY alebo
CHLADENY ZEMNY
PLYN)
28 6.2.4.1 EN 13175:2014 LPG zariadenia a prislusenstvo — Specifikacie Uplatiiuje sa pri realizacii

a testovanie pre skvapalneny zemny plyn (LPG)
ventily a armatury tlakovych nadob

prepravy na uzemi Statov,
v ktorych sa uplatiiuje zaroven

24




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
(LPG Equipment and accessories — Specification |Priloha 2 k SMGS a RID
and testing for Liquefied Petroleum Gas (LPG)
pressure vessel valves and fittings)

28A 6.24.1 EN 13175:2019 LPG zariadenia a prislusenstvo — Specifikacie Uplatfiuje sa pri realizacii (okrem 6.1.6)
a testovanie pre skvapalneny zemny plyn (LPG) |prepravy na Uzemi Statov,
ventily a armatury tlakovych nadob v ktorych sa uplatfuje zaroveri
(LPG Equipment and accessories — Specification |Priloha 2 k SMGS a RID
and testing for Liquefied Petroleum Gas (LPG)
pressure vessel valves and fittings)

28A1 6.2.4.1 EN 13175:2019 + LPG zariadenia a prislusenstvo — Specifikacie a |Uplatriuje sa pri realizacii

A1:2020 testovanie pre skvapalneny zemny plyn (LPG) prepravy na Uzemi Statov, v
ventily a armatury tlakovych nadob ktorych sa uplatiuje zaroven
(LPG Equipment and accessories — Specification |Priloha 2 k SMGS a RID
and testing for Liquefied Petroleum Gas (LPG)
pressure vessel valves and fittings)

29 6.2.4.1 EN 13953:2015 LPG zariadenia a prislusenstvo — Pretlakovy Uplatfiuje sa pri realizacii Posledna veta
ventil pre prenosné plnitelné flase pre prepravy na uzemi Statov, poznamky sa
skvapalneny zemny plyn (LPG) v ktorych sa uplatiiuje zarover | neuplatiiuje
(LPG equipment and accessories — Pressure Priloha 2 k SMGS a RID
relief valves fort ransportable refillable cylinders
for Liquefied Petroleum Gas (LPG)

29A0 6.24.1 EN 13953:2020 LPG zariadenia a prislusenstvo — Pretlakovy Uplatfiuje sa pri realizacii 29A0
ventil pre prenosné plnitefné flase pre prepravy na Uzemi Statov, v
skvapalneny zemny plyn (LPG) ktorych sa uplathuje zaroven
(LPG Equipment and accessories — Pressure Priloha 2 k SMGS a RID
relief valves for transportable refillable cylinders
for Liquefied Petroleum Gas (LPG))

30 6.2.4.2 EN 14912:2015 LPG zariadenia a prislusenstvo — Prehliadky a Uplatiiuje sa pri realizacii

udrzba LPG ventilov plynovych flias pocas
periodickej kontroly flias
(LPG equipment and accessories — Inspection

prepravy na uzemi Statov,
v ktorych sa uplatiiuje zaroveri
Priloha 2 k SMGS a RID
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and maintenance of LPG cylinder valves at time
of periodic inspection of cylinders)
30A 6.2.4.2 EN 1251-3:2000 Kryogénne nadoby — Prenosné vakuovo izolované | Uplatfiuje sa pri realizacii
s objemom maximalne 1000 | — Cast 3: prepravy na uzemi Statov,
Prevadzkoveé poZiadavky. v ktorych sa uplatfuje zaroveri
(Cryogenic vessels — Transportable, vacuum Priloha 2 k SMGS a RID
insulated, of not more than 1000 litres volume —
Part 3: Operational requirements)
306 (vyhradené)
30B 6.2.4.2 EN 14876:2007 Prenosné flaSe na plyn — Periodické prehliadky Uplatfiuje sa pri realizacii
a skusky zvaranych flias na plyn z ocele. prepravy na Uzemi Statov,
(Transportable gas cylinders — Periodic inspection | v ktorych sa uplatfiuje zaroveri
and testing of welded steel gas cylinders) Priloha 2 k SMGS a RID
31 (vyhradené)
31A 6.2.4.2 EN 1440:2016 + A1:2018 |LPG zariadenia a prisluSenstvo - Prenosné Uplatiuje sa pri realizacii (okrem Prilohy C)
opakovane plnitefné tradi¢né zvarané a spajkované | prepravy na uzemi Statov,
ocelové flase v ktorych sa uplatiuje zarover
na skvapalneny zemny plyn (LPG) - Periodické Priloha 2 k SMGS a RID
prehliadky
(LPG equipment and accessories — Transportable
refillable traditional welded and brazed steel
Liquefied Petroleum Gas (LPG) cylinders — Periodic
inspection)
32 (vyhradené)
32A0 6.2.4.2 EN 16728:2016 + LPG zariadenia a prislusenstvo - Prenosné Uplatfiuje sa pri realizacii

A1:2018 + A2:2020

opakovane plnitelné LPG flase iné ako tradi¢né
zvarané a spajkované ocelove flase - Periodické
prehliadky

(LPG equipment and accessories —
Transportable refillable LPG cylinders other than
traditional welded and brazed steel cylinders —

prepravy na uzemi Statov,
v ktorych sa uplatfuje zaroveri
Priloha 2 k SMGS a RID
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Periodic inspection)

32A 6.2.4.2 EN 15888:2014 Prenosné flaSe na plyn — Zvazky flias — Periodické | Uplatriuje sa pri realizacii
prehliadky a skusky prepravy na Uzemi Statov,
(Transportable gas cylinders - Cylinder bundles - |v ktorych sa uplatfiuje zaroveri
Periodic inspection and testing) Priloha 2 k SMGS a RID

32B 6.2.6.4 EN 417:2012 Jednorazové plynové bombicky vyrobené z kovu Uplatfuje sa pri realizacii

(32b) na skvapalnené ropné plyny, vybavené ventilom prepravy na Uzemi Statov,
alebo bez neho, uréené na pouzivanie v v ktorych sa uplatiuje zarover
prenosnych spotrebi¢och - Konstrukcia, kontrola, Priloha 2 k SMGS a RID
skuSanie a oznaCovanie
(Non-refillable metallic gas cartridges for liquefied
petroleum gases, with or without a valve, for use
with portable appliances - Construction,
inspection, testing and marking)

33 6.2.6.4 EN 16509:2014 Prenosné plynové flase — Opakovane neplnitelné | Uplatriuje sa pri realizacii Okrem oznaceni
malé prenosné ocelové flaSe s objemom do prepravy na Uzemi Statov, uvedenych v tomto
a vratane 120 ml, obsahujuce stlacené alebo v ktorych sa uplatiiuje zaroven | dokumente je plynova
skvapalnené plyny (kompaktné flfase) — Priloha 2 k SMGS a RID nadoby oznacena
Projektovanie, konstrukcia, plnenie a skuska nasledovne: «UN
(Transportable gas cylinders — Non-refillable, 2037/EN 16509»
small transportable, steel cylinders of capacities
up to and including 120 ml containing
compressedor liquefied gases (compact
cylinders) — Design, construction, filling and
testing

33A1 6.7.2.1, definicia EN 10028-3, ¢ast' 3 Ploché vyrobky z oceli na tlakové nadoby a Uplatfiuje sa pri realizacii

1

"Jemnozrnna ocel

zariadenia. Cast 3: Normaliza¢ne Zihané
zvaratelné jemnozrnné ocele.

prepravy na uzemi Statov,
v ktorych sa uplatiuje zaroveri
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(Flat products made of steels for pressure Priloha 2 k SMGS a RID
purposes — Part 3: Weldable fine grain steels,
normalized)
33A2 6.8.2.4.6, 8 Smernica 2010/35/EU Smernica Eurépskeho parlamentu a Rady Uplatfiuje sa pri realizacii
2010/35/EU zo 16. juna 2010 o prepravy na Uzemi Statov,
prepravovatelnych tlakovych zariadeniach a o v ktorych sa uplatiuje zaroven
zruSeni smernic Rady 76/767/EHS, 84/525/EHS, |Priloha 2 k SMGS a RID
84/526/EHS, 84/527/EHS a 1999/36/ES
(Directive 2010/35/EU of the European
Parliament and of the Council of 16 June 2010 on
transportable pressure equipment and repealing
Council Directives 76/767/EEC, 84/525/EEC,
84/526/EEC, 84/527/EEC and 1999/36/EC, OJ L
165, 30.6.2010, p. 1-18)
33A3 6.8.2.1.29 odkaz EN 15273-2:2013 "Zelezni¢na doprava - Rozmery - Cast 2: Uplatfiuje sa pri realizacii
Rozmery Zelezni¢nych kolajovych vozidiel" prepravy na Uzemi Statov,
((Railway applications — Gauges — Part 2: v ktorych sa uplatiuje zaroven
Rolling stock gauge) Priloha 2 k SMGS a RID
33A 6.8.2.6.1 TR TS/TP TC 001/2011 | Technicky predpis TR/TC ,O bezpecnosti Uplatfiuje sa pri realizacii
Zelezni¢nych kolajovych vozidiel prepravy na uzemi Statov
Eurazijskej hospodarskej unie
33B 6.8.2.6.1 TR TS/TP TC 032/2013 | Technicky predpis TR/TC ,O bezpecnosti Uplatfiuje sa pri realizacii
zariadeni pracujucich pri nadmernom tlaku® prepravy na Uzemi Statov
Eurazijskej hospodarskej unie
33C 6.8.2.6.1 GOST/ITOCT P 51659- Cisternové vozne pouzivané na hlavnych Uplatiiuje sa pri realizacii
2000 koridoroch s rozchodom kolajnic 1520 mm. prepravy na uzemi Statov
V8eobecné Specifikacie Eurazijskej hospodarskej unie
33D 6.8.2.6.1 GOST/ITOCT 5520-2017 |Valcované listy z uhlika, nizkolegovanej a Uplatfiuje sa pri realizacii

legovanej ocele pre kotly a nadoby pracujice pod

prepravy po kolajniciach
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tlakom. Technické podmienky. s rozchodom 1520 mm
34 6.8.2.6.1 EN 14025:2003 + Nadrze na prepravu nebezpeénych tovarov — Uplatfiuje sa pri realizacii
AC:2005 Kovové tlakové nadrze — Navrh a konstrukcia prepravy na uzemi Statov,
(Tanks for the transport of dangerous goods — v ktorych sa uplatiiuje zaroveri
Metallic pressure tanks — Design and Priloha 2 k SMGS a RID
construction)
35 6.8.2.6.1 EN 14025:2008 Nadrze na prepravu nebezpecnych tovarov — Uplatnuje sa pri realizacii
Kovové tlakové nadrze — Navrh a konstrukcia prepravy na Uzemi Statov,
(Tanks for the transport of dangerous goods — v ktorych sa uplatiiuje zarover
Metallic pressure tanks — Design and Priloha 2 k SMGS a RID
construction)
36 6.8.2.6.1 EN 14025:2013 Nadrze na prepravu nebezpecnych tovarov — Uplatiiuje sa pri realizacii
Kovové tlakové nadrze — Navrh a konstrukcia prepravy na uzemi Statov,
(Tanks for the transport of dangerous goods — v ktorych sa uplatiiuje zaroveri
Metallic pressure tanks — Design and Priloha 2 k SMGS a RID
construction)
37 6.8.2.6.1 EN 14025:2013+ Né&drze na prepravu nebezpeénych tovarov — Uplatfiuje sa pri realizacii (s vynimkou prilohy B)
Al1l:2016 Kovové tlakové nadrze — Navrh a konstrukcia prepravy na uzemi Statov,
(Tanks for the transport of dangerous goods — v ktorych sa uplatiiuje zaroveri
Metallic pressure tanks — Design and Priloha 2 k SMGS a RID
construction)
37A 6.8.2.6.1 EN 14025:2018 Nadrze na prepravu nebezpeénych tovarov - Uplatfiuje sa pri realizacii Materialy telies nadrzi
Kovové tlakové nadrze - Navrh a konstrukcia prepravy na Uzemi Statov, musia byt potvrdené
(Tanks for the transport of dangerous goods — |V ktorych sa uplatriuje zaroven | aspon osvedéenim typu
Metallic pressure tanks — Design and Priloha 2 k SMGS a RID 3.1 vydan)'Im v sulade s
Construction) normou EN 10204.
38 6.8.2.6.1 EN 13094:2004 Nadrze na prepravu nebezpeénych tovarov — Uplatiuje sa pri realizacii
Kovové tlakové nadrze s pracovnym tlakom prepravy na uzemi statov,
maximalne 0,5 barov — Navrh a konstrukcia v ktorych sa uplatiiuje zarover
(Tanks for the transport of dangerous goods — Priloha 2 k SMGS a RID
Metallic tanks with a working pressure not
exceeding 0.5 bar — Design and construction)
39 6.8.2.6.1 EN 13094:2008 + NadrZe na prepravu nebezpecnych tovarov — Uplatiiuje sa pri realizacii
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AC:2008 Kovové tlakové nadrze s pracovnym tlakom prepravy na uzemi Statov,
maximalne 0,5 barov — Navrh a konstrukcia v ktorych sa uplatiiuje zaroveri
(Tanks for the transport of dangerous goods — Priloha 2 k SMGS a RID
Metallic tanks with a working pressure not
exceeding 0.5 bar — Design and construction)

40 6.8.2.6.1 EN 13094:2015 Né&drze na prepravu nebezpeénych tovarov — Uplatfiuje sa pri realizacii Uplatfuju sa aj
Kovové tlakové nadrze s pracovnym tlakom prepravy na Uzemi Statov, usmernenia uvedené na
maximalne 0,5 barov — Navrh a konstrukcia v ktorych sa uplatiiuje zaroven | web stranke
(Tanks for the transport of dangerous goods — Priloha 2 k SMGS a RID sekretariatu EHK OSN:
Metallic tanks with a working pressure not http://www. unece.org/
exceeding 0.5 bar — Design and construction) trans/danger/danger.ht

ml)
40A 6.8.2.6.1 EN 13094:2020 + Nadrze na prepravu nebezpecénych tovarov — Uplatriuje sa pri realizacii
A1:2022 Kovové vyprazdhované samospadom. Navrh a prepravy na Uzemi Statov, v
konstrukcia ktorych sa uplatriuje zaroveri
(Tanks for the transport of dangerous goods — Priloha 2 k SMGS a RID
Metallic gravity-discharge Design and
construction)

41 6.8.2.6.1 EN 14432:2014 Né&drze na prepravu nebezpeénych tovarov — Uplatfiuje sa pri realizacii Tato norma sa mbze
Zariadenie nadrzi na prepravu kvapalnych prepravy na uzemi statov, pouzit aj pre nadrze
chemikalii a skvapalnenych plynov — Ventily na  |v ktorych sa uplatiuje zaroven | vyprazdfiované
vypustanie produktu a vzduchu Priloha 2 Kk SMGS a RID samospadom
(Tanks for the transport of dangerous goods —

Tank equipment for the transport of liquid
chemicals and liquefied gases — Product
discharge and air inlet valves)
42 6.8.2.6.1 EN 14433:2014 Nadrze na prepravu nebezpecnych tovarov - Uplatfiuje sa pri realizacii Tato norma sa mbze

Zariadenie nadrzi na prepravu kvapalnych
chemikalii a skvapalnenych plynov — Patkové
ventily

(Tanks for the transport of dangerous goods —
Tank equipment for the transport of liquid
chemicals and liquefied gases — Footvalves)

prepravy na Uzemi Statov,
v ktorych sa uplatiiuje zaroveri
Priloha 2 k SMGS a RID

pouzit’ aj pre nadrze
vyprazdnované
samospadom
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42A0 6.20.2.2.4 GOST(F'OCT) 14249-89 |Nadoby a zariadenia. Normy a metddy vypoctu Uplatfiuje sa pre cisternové
pevnosti vozne sa pri realizacii
prepravy po kofajniciach
s rozchodom 1520 mm
42A1 6.20.2.2.7, GOST(I'OCT) 12.2.085- |Potrubné armatury. Bezpecnostné ventily. Vyber |Uplatriuje sa pre cisternové
6.20.2.2.8 2017 a vypocet Sirky pasma vozne sa pri realizacii
prepravy po kofajniciach
s rozchodom 1520 mm
42A2 6.20.2.6.1 GOST (FOCT) 32913- Zariadenia absorbujuce spriahadlo a automatické | Uplatriuje sa pri realizacii
2014 spriahadlo zelezni¢nych kolajovych vozidiel. prepravy po kofajniciach
Technické poziadavky a akceptacné pravidla s rozchodom 1520 mm
43 6.8.3.6 EN 13807:2003 Prenosné plynové flase — Batériové vozidla — Uplatnuje sa pri realizacii Tato normu mozno
Projektovanie, konstrukcia, identifikacia a prepravy na Uzemi Statov, pripadne uplatnit na
skusanie v ktorych sa uplatiiuje zaroven | MEGC, ktoré
(Transportable gas cylinders — Battery vehicles — | Priloha 2 k SMGS a RID pozostavaju z tlakovych
Design, manufacture, identification and testing) nadob
44 6.8.3.6 EN 13807:2017 Prenosné plynové flade — Batériové vozidla Uplatfiuje sa pri realizacii
a viacclankové kontajnery na plyn (MEGC) — prepravy na Uzemi Statov,
Projektovanie, konstrukcia, identifikacia a v ktorych sa uplatiiuje zaroveri
skusanie Priloha 2 k SMGS a RID
(Transportable gas cylinders — Battery vehicles
and multiple-element gas containers (MEGCs) —
Design, manufacture, identification and testing)
45 6.8.4 ©), osobitné ¢lanok 7 normy Zelezniéna doprava — Zelezniéné kolajové Uplatiuje sa pri realizacii
ustanovenie TE22 EN 15551:2009 + vozidla - Narazniky prepravy na uzemi statov,
A1:2010 (Railway applications — Railway rolling stock — v ktorych sa uplatiiuje zaroven
Buffers) Priloha 2 Kk SMGS a RID
46 6.8.4 6), ¢lanok 6.3 a podods. Zelezniéna doprava — Poziadavky na konstrukciu | Uplatfiuje sa pri realizacii
crneumanbHoe 8.2.5.3 normy skrifi Zelezniénych kolajovych vozidiel — Cast 2: |prepravy na Uzemi $tatov,
nonoxexHne TE22 EN 12663-2:2010 Nakladné vozne v ktorych sa uplatiiuje zarover
(Railway applications — Structural requirements | Priloha 2 k SMGS a RID
of railway vehicle bodies — Part 2: Freight
wagons)
a7 6.8.4 0), EN 12663-2:2010 Zelezni¢na doprava — PoZiadavky na konstrukciu | Uplatfiuje sa pri realizacii
cneunansHoe skrifi Zelezniénych kolajovych vozidiel — Cast 2: |prepravy na Uzemi $tatov,
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nonoxexHwne TE25 Néakladné vozne v ktorych sa uplatiiuje zaroveri
(Railway applications — Structural requirements | Priloha 2 k SMGS a RID
of railway vehicle bodies — Part 2: Freight
wagons)

48 6.8.4 0), EN 15551:2009 + Zelezniéna doprava — Zelezniéné kolajové Uplatfiuje sa pri realizacii
cneuyuanbHoe A1:2010 vozidla - Narazniky prepravy na uzemi Statov,
nonoxexHwne TE25 (Railway applications — Railway rolling stock —  |v ktorych sa uplatfiuje zaroven

Buffers) Priloha 2 k SMGS a RID

49 (vyhradené)

50 6.9.2.5 EN 978:1997 Podzemné nadrze z plastov vystuzenych Uplatnuje sa pri realizacii
6.9.4.2.2 sklenym vlaknom. Stanovenie koeficientov alfa a |prepravy na Uzemi Statov, v
6.9.4.2.4 beta ktorych sa uplathuje zaroven

(Underground tanks of glass-reinforced plastics |Priloha 2 k SMGS a RID
(GRP). Determination of factor a and factor §3)

50A 6.9.2.3.4 ASTM D2583:2013-03 Standardna skusobna metdda pre tvrdost Uplatriuje sa pri realizacii
vtlaenia tuhych plastov pomocou Barcolovho prepravy na uzemi Statov, v
tvrdomeru ktorych sa uplatriuje zaroveri
(Standard Test Method for Indentation Hardness |Priloha 2 k SMGS a RID
of Rigid Plastics by Means of a Barcol Impressor)

506 6.9.2.34 EN 59:2016 Plasty vystuzené sklenym vliaknom. Stanovenie |Uplatriuje sa pri realizacii
tvrdosti vtlacenia pomocou Barcolovho tvrdomeru | prepravy na Uzemi Statov, v
(Glass reinforced plastics. Determination of ktorych sa uplathuje zaroven
indentation hardness by means of a Barcol Priloha 2 k SMGS a RID
hardness tester)

51 6.9.2.5 EN 977:1997 Podzemné sklolaminatové nadrze (GRP) — Uplatnuje sa pri realizacii
6.9.4.2.4 Postup pre vystavenie vzorky jednostrannému prepravy na uzemi Statov, v

pbsobeniu kvapaliny ktorych sa uplathuje zaroven
(Underground tanks of glass-reinforced plastics |Priloha 2 k SMGS a RID
(GRP) — Method for one side exposure to fluids)

52 6.9.4.3.3 EN 976-1:1997 (skuSka €. | Podzemné sklolaminatové nadrze (GRP). Uplatiiuje sa pri realizacii

6.6)

Horizontalne valcové beztlakové nadrze na
skladovanie ropnych kvapalnych paliv.
PoZiadavky a skuSobné metdédy pre nadrze s

prepravy na Uzemi Statov, v
ktorych sa uplatiuje zaroven
Priloha 2 k SMGS a RID

32




Cislo Bog SPlr\'/lllggy 2 Cislo dokumentu Nazov dokumentu Krajina pouzitia Poznamka
1 2 3 4 5 6
jednoduchou stenou.
(Underground tanks of glass-reinforced plastics
(GRP). Horizontal cylindrical tanks for the non-
pressure storage of liquid petroleum based fuels.
Requirements and test methods for single wall
tanks)
53 6.7.3.8.1.1 CGA S-1.2-2003 CGA S-1.2-2003 Normy pre zariadenie na Uplatriuje sa pri realizacii
Poznamka znizenie tlaku, ¢ast 2- Nakladné (cargo) a prepravy na Uzemi Statov, v

Prenosné cisterny na stlacené plyn

(CGA S-1.2-2003 «Pressure Relief Device
Standards - Part 2 - Cargo and Portable Tanks
for Compressed Gases»)

ktorych sa uplatiuje zaroven
Priloha 2 k SMGS a RID
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